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TECHNICAL DATA OPTIONS

Power supply: | 220-240V - 50/60Hz \ 7] COD. VIO
Protection index: ‘ P65 ‘ ;g ; Vetro infrangibile
5 Power factor: 1 0,97 [cos phi) |
g Ballast: | Eleftronic ballast | <> COD. IM
2 Material body: | Trafilated aluminium oxidate | / Dlimmergble 1-10v
<5 Class: | Temperated fransparent glass. Thickness Smm | |© elecironic ballast
% Installation: | Suspending installation | COoD. ID
O Operating temperature: | -30+45°C | Dimmerabile Dali Driver ballast
Tecnology: | IFD Lighting ‘ for LED
CRI (Ra): | >80 | COD. INOI
life time extimated (h): | >50.000 h | Frame for recessed.
a Degradation index: | 180-B50 at 50.000 h |
o /W 143 | COD. P01
., Light diffusion: | Direct light \ Kit suface mountage.
%_ Optics type: ‘ SU - Symmetric High-Ba ‘
O Optics angle: | 90° |
., Norms: | EN / [EC 60598-1:2008 |
Zg Eyesafety (IEC 65471): } Low risk [Risk Group 1) }
MOD. W Cod. EL lamp °K Im (Te=25°) Lm (Output) A B C Kg mc = ZZ2
sU 230 8098SU4230EL 4 led HP 4000 32552 27669 315 280 230 6,5 0,022 1 Q0
230 8098SU5230EL 4 led HP 5000 33044 28087 315 280 230 6,5 0,022 1 Q0

*The flux may vary from -5/+5% compared fo the real.
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